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Safety Pendant Sets

• Pendant set complies with 
 BS EN 60598-1.
• Capacity of each terminal:
 3 x 1.00mm2 conductor
• Common base with ‘access’  
 batten lampholders.
• Barriers between terminals.

• Flexible pendant cord 
 restraining hooks.
• Fixing centres 50.8mm.
• Feet on base to aid mounting  
 on uneven surfaces.

• 3 separate knockouts accept  
 1, 2 or 3 x 1.5mm2 
 conductors.
• Optional halo RL602 
 (see page 8.10).

Pendant Sets with Access Ceiling Rose

Description Pack qty. Cat ref.

Safety Pendant Set 6” - Short Skirt 10 624SEL212/6
Safety Pendant Set 9” - Short Skirt 10 624SEL212/9
Safety Pendant Set 12” - Short Skirt 10 624SEL212/12
Safety Shield Pendant Set 6”- Home Office Shield 10 624SEL214/6

Super Access Terminal Bank Type Ceiling Rose

Description Dimensions Pack qty. Cat ref.
 dia x h (mm)

3 Terminals 81 diameter x 26 10 RL624
 (halo = 108mm diameter)

Low Energy Pendant

Description Pack qty. Cat ref.

Low Energy Pendant 1 LEL212/6
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