30, 60, 90 MINUTE TESTED

MICA 8W CCT LED Fixed IP65 Dimmable AVAILABLE BEZELS - SOLD SEPARATELY

Fire Rated Downlight 4 Colour f"'f-_— p i

Temperature Switchable | ' %

e Colour temperature switchable between 2700, 3000,
4000 and 6000K via switch under front bezel mé\gszs_BR - &T:SZI\?EH

¢ Integrated driver

2700K 3000K 4000K 6000K
e Flicker free .

e 60° Beam Ang le Extra Warm White Neutral White Cool White
e 0-100% Dimmable

e Comes complete with white bezel

e Engineered joist tested including
i-joist & posi-joist

e 3 Hr emergency conversion Kit - g

(TLP-1S-K-EM) See page 19 i

\
P |

Switchable CCT

240V @ W 1P65 80 a LED a 70mm 0-100%

780, 800, 900, 850 | 2700-6000 ccT WHITE

JADE 8W CCT LED Fast Fix IP65 AVAILABLE BEZELS - SOLD SEPARATELY

Dimmable Fire Rated Downlight 4 Colour o ]
Temperature Switchable ff{: 4 \-_ "4 &

e Colour temperature switchable between 2700, 3000
' S BRASS BR. NICKEL | BLACK CHROME
4000 and 6000K via switch under front bezel MIBEZ-BN MIBEZ-BL MIBEZ-CH
* Fastfix split driver 2700K 3000K 4000K 6000K
e Flicker free .

e 60° Beam Angle Extra Warm White Neutral White Cool White
e (0-100% Dimmable
e Comes complete with white bezel

e Engineered joist tested including
i-joist & posi-joist

e 3 Hr emergency conversion kit -
(TLP-1S-K-EM) See page 19 4

Switchable CCT

240V @ W IP65 80 a LED a 70mm 0-100%

JADE-4CT 780, 800, 900, 850 | 2700-6000 CCT WHITE




