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The information given in this technical data sheet is based on our current knowledge 
and is intended to provide general notes on our products and their uses. Tarmac 
endeavour to ensure that the information given is accurate, but accept no liability for its 
use or its suitability for particular application because of the product being used by the 
third party without our supervision. Any existing intellectual property right must be 
observed. 

ROCK SALT 
 
Product Data Sheet  

 
DESCRIPTION 
Rock Salt - with added caking additive to maintain 
spreading properties after prolonged storage. 
Crushed and screened rock salt. 
 
USES 
Rock Salt is intended for de-icing paths & roads.  It 
can be used to melt ice and snow fast or even as a 
preventative measure up to 24 hours in advance, 
preventing ice and snow sticking to the surface in the 
first place. 
 
BENEFITS 
• Clears snow and ice 
• Clean application leaves no messy residue 
• Highest rock salt content 
• Can be sued to prevent snow and ice forming 
 
CHEMICAL SPECIFICATION 
Test methods are as specified in BS3247:1991 Salt 
for spreading on Highways for Winter Maintenance or 
equivalent. 
 

PROPERTY UNIT SPECIFICATION TYPICAL 
ANALYSIS 

Soluble 
Chlorides 

%m/m 
NaCl 

>90.0 92.0 

Soluble 
Sulphate 

%m/m 
CaSO4 

<2.5 2.3 

Insolubles %m/m <7.5 5.6 
Moisture %m/m <4.0 2.0 
Anti-caking 
agent 

mg/kg >30 47 

 
 
 
 
 
 
 
 
 

GRADING 
 

PASSING BS 410 
TEST SIEVE 

SPECIFICATION 
% m/m 

TYPICAL 
ANALYSIS 

10 mm      100 100 
6.3 mm      100 100 
2.36 mm     30-80 71 
0.3 mm      <20 16 

 
 
QUALITY CONTROL 
All Tarmac products are factory blended, tested and 
packaged to quality control procedure in accordance 
with BS EN ISO 9001. 
 
PACKAGING & STORAGE 
Rock Salt is supplied pre-packed in nominal 25kg 
bags which should be stored under cover and clear of 
the ground. Storage conditions should be dry. Do not 
stack more than two pallets high; protect from 
moisture and temperatures below 5˚C. 
 
 
INFORMATION, PRICES & ORDERING 
For technical information, pricing and to place orders 
please contact us as follows: 
 
Technical Information t: 03444 63 00 46 
Orders t: 03444 63 64 65 f: 08443 09 97 01 
Email: packedproducts@tarmacbp.co.uk 
Visit our website: tarmac.com 
Tarmac Building Products Ltd., i10 Railway Drive, 
Wolverhampton, WV1 4SA 
 
 

 
 


