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Surface BoxesIron Access Covers, Gully Gratings & Surface Boxes

ejco.com/petersavage

Features: 

   Manufactured to BS 5834 as specified
   BSI Kitemarked for third party assurance of quality - where applicable
   Grade A suitable for areas with fast moving heavy traffic
   Grade B suitable for medium duty traffic
   AMP™ patented anti-movement technology frames
   Solid top, double triangular and hinged types available as detailed
   Ductile iron to ISO 1083 for improved weight to strength ratio
   Black coated finish

Standard Sizes

Code Clear Opening
(mm)

O/all Frame 
(mm)

Frame Depth 
(mm)

Weight
(kg)

Loading BS 5834 Type

KB1BH 140 x 115 200 x 175 76 15 Grade B Part 2 Hinged solid top

KB1D 150 x 150 230 x 230 150 11 Grade A Part 2 Loop Box, Hinged

KB2D 150 x 150 230 x 230 100 9 Grade A Part 2 Double triangular

B2D* 150 x 150 222 x 222 100 7 Grade A Part 2 Double triangular

B2BH 165 x 145 210 x 190 80 8 Grade B Part 2 Hinged solid top

KB3BH 215 x 215 272 x 272 75 5.5 Grade B Part 2 Hinged Solid Top

KB3D 229 x 229 310 x 310 100 19 Grade A Part 2 Double triangular

B3D* 229 x 229 310 x 310 100 13 Grade A Part 2 Double triangular

KB4D 300 x 300 385 x 385 100 26 Grade A Part 2 Double triangular

B4D* 300 x 300 380 x 380 100 26 Grade A Part 2 Double triangular

KFH125 380 x 230 500 x 350 125 23 Grade A Part 3 Solid Top Fire Hydrant

KFH2 430 x 280 535 x 385 105 28 Grade A Part 3 Solid Top Fire Hydrant

GRADE A, B
Surface Boxes & Fire Hydrant Covers

KFH125 KB1D

Surface Boxes

KB4D

*Non Kitemarked

Options: 

   Badging e.g. FH, WO, SU etc


